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Power and control cables
Power chain applications
SERVO-applications - power drive systems

ÖLFLEX SERVO FD 781 P
Low capacity, halogen-free highly flexible PUR servo motor cable

▯	 MUD res. acc. IEC61892-4 Annex D
▯	 Amendment: out-phased product! 

<Trimmed size range>

Info

ÖLFLEX SERVO FD 781 CP
Screened, low capacity, halogen-free highly flexible PUR servo motor cable

▯	 EMC conform
▯	 Amendment: out-phased product! 

<Trimmed size range>
▯	 MUD res. acc. IEC61892-4 Annex D

Info

■	 Benefits
▯	 Reasonable price-performance ratio
▯	 Flexible down to -30 °C

■	 Application range
ÖLFLEX SERVO FD 781 P
▯	 Power circuits for electrical equipment in 

automation engineering
▯	 For machine internal wiring of power circiuts
▯	 In dry, damp or wet interiors under medium 

mechanical load conditions
▯	 Outdoor use suitable considering 

the temperature range
▯	 For usage whithin 690V industrial power 

circuits
ÖLFLEX SERVO FD 781 CP
▯	 Connecting cable between Frequency con-

verter and motor
▯	 For machine internal wiring of power circiuts
▯	 In dry, damp or wet interiors under medium 

mechanical load conditions
▯	 Outdoor use suitable considering 

the temperature range

■	 Product features
▯	 Its low capacity design allows longer cable 

lengths between the frequency converter and 
motor.

▯	 Oil-resistant

▯	 Halogen free and flame retardant 
(IEC 60332-1-2)

▯	 Low adhesive surface
▯	 Designed for up to 5 million bending change 

cycles in the power chain

■	 Approvals (Norm references)

  
▯	 For travel distances up to 10m.
▯	 Usage in Power Chains: Please comply with 

the assembly guidelines Table T3
▯	 Conform to DESINA

■	 Product Make-up
ÖLFLEX SERVO FD 781 P
▯	 Extra fine strands of plain copper wires
▯	 Core insulation: Polyprophylene (PP)
▯	 Cores twisted in short lay lengths
▯	 Nonwoven wrapping
▯	 Polyurethane sheath (PUR) black (RAL 9005)
ÖLFLEX SERVO FD 781 CP
▯	 Extra fine strands of plain copper wires
▯	 Core insulation: Polyprophylene (PP)
▯	 Cores twisted in short lay lengths
▯	 Nonwoven wrapping
▯	 Screen made of tinned copper wire braid
▯	 Polyurethane sheath (PUR) orange  

(RAL 2003)

■	 Technical data
Core identification code
black with white numbers acc. to VDE 0293
Based on
VDE 0250/0281/0282
Specific insulation resistance
> 20 TOhm x cm
Conductor stranding
Extra fine wire in acc. with VDE 0295 Cl.6/IEC 
60228 Cl. 6
Minimum bending radius
flexible: 7,5 x outside diameter
Static: 
4 x cable diameter
Rated voltage
600/1000 V
Test voltage
4000 V
Protective conductor
G = with green/yellow earthing conductor
Range of temperature
Flexing: -30 °C to +70 °C
fixed installation: -40 °C to +80 °C

Part 
number

Number of cores and  
mm² per conductor

Outer diameter  
in mm approx.

Copper index  
kg/km

Weight   
kg/km approx.

ÖLFLEX SERVO FD 781 P
0037200 4 G 1.5 9.3 57.6 118
0037202 4 G 4 13.1 153.6 264
0037208 4 G 50 37.5 1,920.0 2,372

Part 
number

Number of cores and  
mm² per conductor

Outer diameter  
in mm approx.

Copper index  
kg/km

Weight   
kg/km approx.

ÖLFLEX SERVO FD 781 CP
0037210 4 G 1.5 10.1 89.0 158
0037211 4 G 2.5 12.3 133.8 233
0037212 4 G 4 13.9 210.9 335
0037213 4 G 6 15.8 295.5 456
0037216 4 G 25 29.7 1,118.1 1,654

Copper price basis: EUR 150 / 100 kg
Our standard lengths, please visit: www.lappkabel.de/en/cable-standardlengths
Packaging size: Coil ≤ 30 kg and ≤ 250 m, otherwise drum
Please specify the desired packaging size (e.g. 1 x 500 m drum or 5 x 100 m coils)
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