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Power and control cables
Harsh use conditions
Rubber cables

ÖLFLEX AQUA RN8
Submersible Pump Cable

▯	 Harmonised (HAR)
▯	 H07RN8-F

Info

■	 Benefits
▯	 Designed and tested for permanent use in 

water
▯	 Useable down to 10 meters immersion depth
▯	 High stresses

■	 Application range
▯	 For connecting electrical equipment in indus-

trial water, e.g. floater switches
▯	 Flexible applications in indoor and outdoor 

swimming pools
▯	 Suitable for use with submersible pumps
▯	 Dry and damp interiors, as well as outdoors 

and in industrial water

■	 Product features
▯	 Flame-retardant acc. to IEC 60332-1-2
▯	 Oil-resistant acc. to EN 60811-2-1

■	 Approvals (Norm references)

     

■	 Product Make-up
▯	 Strands of bare copper wires
▯	 Core insulation of rubber type EI 4
▯	 Outer jacket of rubber type EM 2

■	 Technical data
Core identification code

starting at 6 cores: black with white numbers
Approvals
VDE 0282 part 16
Conductor stranding
fine wire acc. to  
VDE 0295 Cl.5/ IEC 60228 Cl. 5
Minimum bending radius
flexible use: 6 x outer diameter
Rated voltage
U0/U: 450/750  
fixed, protected installation:  
U0/U: 600/1000 V
Test voltage
2500 V
Protective conductor
G = with protective conductor GN/YE
X = without protective conductor
Current rating
acc. to VDE 0298 Part 4
Range of temperature
flexible use: -25°C to +80°C 
fixed installation: -40°C to +80°C 
in water: max. +40°C

Part number Number of cores and  
mm² per conductor

Outer diameter  
in mm approx.

Copper index  
kg/km

Weight   
kg/km approx.

ÖLFLEX AQUA RN8
1600600 1 X 4 7.2 - 9.0 38.0 100
1600601 1 X 6 7.9 - 9.8 58.0 120
1600602 1 X 10 9.5 - 11.9 96.0 200
1600603 1 X 16 10.8 - 13.4 154.0 280
1600604 1 X 25 12.7 - 15.8 240.0 400
1600606 3 G 1.5 9.2 - 11.9 43.0 170
1600609 4 G 1.5 10.2 - 13.1 58.0 205
1600620 7 G 1.5 14.0 - 17.5 101.0 385
1600607 3 G 2.5 10.9 - 14.0 72.0 210
1600610 4 G 2.5 12.1 - 15.5 96.0 260
1600621 7 G 2.5 16.5 - 20.0 168.0 520
1600611 4 G 4 14.0 - 17.9 154.0 350
1600612 4 G 6 15.7 - 20.0 230.0 460
1600613 4 G 10 20.9 - 26.5 384.0 830
1600614 4 G 16 23.8 - 30.1 614.0 1,190
1600615 4 G 25 28.9 - 36.6 960.0 1,720
1600616 4 G 35 32.5 - 41.1 1,344.0 2,260

Copper price basis: EUR 150 / 100 kg
Our standard lengths, please visit: www.lappkabel.de/en/cable-standardlengths
Packaging size: Coil ≤ 30 kg and ≤ 250 m, otherwise drum
Please specify the desired packaging size (e.g. 1 x 500 m drum or 5 x 100 m coils)

■	 Comparable products
▯	
▯	

■	 Accessories
▯ EASY STRIP 2 stripping and cutting tool see 

	
	

▯	
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up to 5 cores: acc. to VDE 0293-308 (table T4)


