
Flame-retardant acc. to IEC 60332-1-2,

Water submersible test in ref. to HD 22.16.S1

Good abrasion and tearing properties
Water resistant outer sheath for outdoor application
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Reference standards

3500 V

5

> 5 MM   Ohm x km

white

TPR insulation 
TPR outer sheath, black

Extra fine strands of bare copper wires

submesible pumps, drills, boilers 

Oil resistant acc. to IEWWWWWWC 60811-2-W1

and welding cable
Highly flexible single core dual insulation
improve characteristics
Ideal alternative for H07RN-F with 

TPR insulated/sheathed cables

TP-90 Single Core

www.lappgroup.com

Power and control cables
Wide-range use

▯	
 

Info

■	 Benefits
▯ 	  

▯ 	  

■	 Application range
▯ 	  

 
 ▯

▯

	

■	 Product features
▯ 	

▯
	  

■	 Approvals (Norm references)

     

■

	

Product Make-up
▯

	

▯

	
	

▯

	

■	 Technical data
Core identification code

Specific insulation resistance

Conductor stranding
       

Minimum bending radius
occasional flexing: 15 x cable diameter
fixed installation:  x cable diameter
Rated voltage
U0/U:  V
Test voltage

Range of temperature
occasional flexing:  °C to  °C
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Highly flexible SDI and Welding Cable

▯

Connection of electrical equipment,

Suitable as well for welding application

For transportable motors or machines

M

AS/NZS 1125 Cl.6 / IEC 60228 Cl.6
Extra fine wire acc. to

In acc. to AS/NZS 5000.1, 1995, and BS 638
Test method to AS/NZS 1660

600/1000

+90

▯
▯

AS/NZS 1660.5.6


